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TRANSMITTER
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TRANSMITTER

Pika

‘ DESCRIPTION )

The transmitter comes with:

> Transmitter® with 1 joystick or 2 joysticks:
4 function pushbuttons®
+ 2 positions for additional switches®

@ Each version has 2 navigation pushbuttons,
1 «On/Validation» pushbutton and 1 emergency stop palmswitch.

 The single-action pushbuttons can be
configured as selectors for 2, 3 or «n» positions
with status indication on the screen.

@ You can choose from among the following control components :
- key selector switches
- selector switches with 2 fixed positions
- 2-position buttons with return to initial position
- selector switches with 3 fixed positions
- 3-position buttons with return to initial position
- 3-position buttons with 2 fixed positions + 1 return to initial position
- rotary selector switches with 4 to 12 positions
- potentiometer

The screen on the transmitter allows configurating
easily and choosing items such as:

Channel setting Energy saving
Band: 433 MHz Function: [

Mode: Manu Duration: 30
Channel: 03 Unit; sec
Previous] Previous

*=3 *=3 +n

> Screen language
> Transceiver which you want to use
> Radio transmit frequency and power

> Duration of the « standby » time delay
(automatically stops transmitter and associated recei-
vers if not used for a defined period of time)

> Operating modes of the equipment (32 max.)

It also displays:
= Battery charge level
e Radio communication

= Equipment labels and controlled functions (max 96
different labels for selectors)

Equipment feedback (16 feedbacks max with 10
labels / feedback - 48 labels max in total)

Alarms (8 for application use + 8 for system)

Compatibility:
These transmitters work with Elio, Alto, Timo, Nemo
receivers to be defined according the application.

(

TECHNICAL CHARACTERISTICS

\ «

ADDITIONAL OPTIONS

[ MECHANICAL CHARACTERISTICS AND ENVIRONMENTAL WITHSTAND CAPACITY

STARTUP VALOATION 81 R

Housing material shock-resistant polyamide Startup of the remote-controlled equipment can
Water tightness P65 be secured by adding an IR startup feature.
Weight (with battery) 1 joystick: 1300 g
— 2joysticks: 1400 g -To start the equipment, the operator must
Dimensions 243 % 180 % 170 mm point the module in the direction of the PWT20
Carred by caying bet IR module(s) mounted on the equipment
by 2-point shoulder strap to control. The “Transmitter / Equipment
controlled” match-up takes place with no
[TENVIRONMENTAL WITHSTAND CAPACITY possibility of error.
Operating temperature -20°Cto+50°C
Sorage temperalure vithout battery -20°Clo+70°C -The IR startup feature has a range of 35 m
Battery storage temperature -20°Cto+50 °C (see fig' A).
IFELECTRIGAL AND RADIO CHARACTERISTICS
PWT20
Power supply Li-ion battery T
Autonomy (25 °C) with radio, activated 10 hours i i g
100 % time , ] . \"m
Frequency selection 64 frequencies for 433-434 MHz , =
Manual / automatic 12 frequencies for 869 MHz f § \
64 frequencies for 911-918 MHz é
64 frequencies for 2.4 GHz :g
Emission power <10 mW (license free) ‘\\ § /' 7
Range limitation 10 selectable levels of power v s 7/ pumzo
Modulation FM or LoRa with 2.4 GHz 8 R T&;‘
Average range ¥ 100 m in industrial environment B = ,,:{? ’
300 m in open space ¥ ,% =
80 m-300 m band 2.4 GHz in industrial environment ® il Fig. A

800 m-2 Km band 2.4 GHz in open space

Charging time (autonomy > 80 %)

3 hr (20 mn of charge get 1hr autonomy)

Charging temperature range

" FUNCTIONAL CHARACTERISTICS

Display

0°Cto+40°C

Backiit LCD display, 128 x 128 pixels
42 mm (W) x 40 mm (H)

USB interface for
configuration and
diagnosis

mini-B 5-point USB connector
Easy access in a compartment on the level
side of transmitter

Operating indications

On screen (radio link status,
battery status, status of buttons,

information feedbacks...)
Function buttons 4 pushbuttons (mounted around the screen)
+ 2 positions for switches
Navigation and 2 pushbuttons to configure the product
startup buttons 1 On/Validation button (for startup and
validation of menus on screen)
Emergency stop 2 positions with rotary unlock system
Standby function User-defined time delay

(from 1 s to infinity)

1 Range varies according to environment conditions around transmitter and reception antenna (steel

works, metal walls, etc.).
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EIMITATION OF ACTION AREA BY INFRARED

The transmitter features an IR emission function
which detects an operator in the IR working area.
Operator safety is ensured since the operator is
required to work in the IR area.

The maximum guaranteed — work distance
between PWT20 IR modules and the transmitter is
35 meters.
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CI6INDUSTRIAL CONNECTOR FOR 2 DRY CONTACTS
- 4 connection terminals

- switching capacity < 10 mA

- female socket

- supplied with cap

CI6INDUSTRIAL CONNECTOR FOR WIRE CONNECTION
- 7 connection terminals

- male socket

- supplied with cap
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( ACCESSORES )

Reference ‘ Description Picture
UWE102 Removable 2-points shoulder strap ﬁ
PWM103 Carrying belt ‘
PWM112 Carrying harness for Pika or Moka transmitter

Charger for PWB plug-in battery
PWC Dimensions : 170 x 65 x 36 mm
Power supply 12/24 Vdc, 7 W
Docking Station Pika/Moka with 2 Relays + 1 logical input + Buzzer
Dimensions : 274 x 159 x 170 mm
PWCPMO1 Power supply 12/24 Vdc, TW
Warning, compatible with all Pika & Moa transmitter equipped with charging contacts
Supplementary plug-in battery 3.7 V 2200 mA lithium lon (for Beta 6)
PWB Dimensions : 57 x 56 x 16 mm
Voltage: 3.7V
Capacity: 1900 mAh
UBCU 110-240 Vac / 12 Vdc Adapter with European, UK and US plugs
For charger PWC, PWCPMO1
PWA4 Cigarette lighter socket 12-24 Vdc.
For charger PWC, PWCPMO1
PWL010 10 m cable for wired link
Female M12 connector 4/5 pins with 2 m cable
PWT17 - Auxiliary Beta plug
- M12 Timo Plug
PWEO1 Rotary switches 2 positions with standard metal key "Pika-Moka" for metal box
UWEOQ02 4 self-adhesive directional colored arrows (4 x 122 x 180 mm)
UWE202 6 label kit arrows color
UWE205 48 blank label kit
UWE207 Kit 90 labels buttons black & white

P-003-EN-F

ZAC La Bétie
Rue Champrond

F 38334 SAINT-ISMIER France
Tel. +33 (0)4 76 41 44 00
www.jay-electronique.com

@a/vnuc'r/x
wampfler

Not all products shown on this leaflet may be available in
your area: please contact your Conductix-Wampfler office.



Moka

TRANSMITTER

Moka transmitter adapts to the application to make the
process more efficient. This easy-to-use remote
control gives incomparable freedom of movement,
high motion accuracy, and higher productivity
while providing best operators’ safety. With
Moka transmitter, experience today’s
cutting-edge technology.

MAIN FEATURES

> Configurable, smart bi-directional radio link to exchange
information while adapting to the radio environment.

> User-friendly screen display for look-up, selection, validation,
configuration...

> Modular unit with wide ranging choice of functions.

> Quick and easy setup for application configuration thanks to iDialog
software (labels, feedback, alarms, mapping actuators/outputs,
interlocks, network features, access by PIN codes).

> Easy to maintain thanks to its diagnosis aid system (on screen
message, iDialog analysis software).

> Plug-in battery and rugged industrial charger.

FULLY COMPLIANT WITH SAFETY AND SECURITY STANDARDS:

Machinery directive 2006/42/EC: Radio and telecommunication terminal
Emergency stop equipment
> SIL 3 per EN 61508 Tov! "‘;D (low voltage, electromagnetic
> Performance level PL e compatibility, radio spectrum)
per EN ISO 13849-1 and -2 2 > FCC part 15
EC type certificate issued by TUV ARCEP certificate

TOV NORD CERT
GmbH

NORD Radio Equipment Directive (RED)



TRANSMITTER

Moka
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TRANSMITTER

Moka

‘ DESCRIPTION )

The transmitter comes with:
= Transmitter® with 2 joysticks:
4 function pushbuttons®
+ 12 positions additional switches®

= Transmitter® with 3 joysticks:
4 function pushbuttons®
+ 8 positions for cadditional switches®

= Transmitter® with 6 proportional levers:
4 function pushbuttons®
+ 8 positions for additional switches®

= Autres configurations en spécial

@ Each version has 2 navigation pushbuttons, 1 On / Validation» pushbut-
ton and 1 emergency stop palmswitch.

®The pushbuttons can be configured as selectors for 2, 3 or «n» positions
with status indication on the screen.

9 Choose among the following control components:
- key selector switches
- selector switches with 2 fixed positions
- 2-position buttons with return to initial position
- selector switches with 3 fixed positions
- 3-position buttons with return to initial position
- 3-position buttons with 2 fixed positions + 1 return to initial position
- rotary selector switches with 4 to 12 positions
- potentiometer (for 2-joystick model)

The screen on the transmitter allows configurating
easily and choosing items such as:

[ TECHNICAL CHARACTERISTICS

( ADDITIONAL OPTIONS )

| MECHANICAL CHARACTERISTICS AND ENVIRONMENTAL WITHSTAND CAPACITY

STARTUP VALIDATION BY IR

Housing material shock-proof polyamide Startup of the remote-controlled equipment can
Water tightness P65 be secured by adding an IR startup feature.
Weight (with battery) from 1700 g to 1800 g depending on configurations - To start the equipm ent, the operator must
Dimensions 297215170 mm point the module in the direction of the PWT20
Carred by canying bel IR module(s) mounted on the equipment
by 2-point shoulder strap to control. The “Transmitter / Equipment
controlled” match-up takes place with no
[ ENVIRONMENTAL WITHSTAND CAPACITY possibility of error.
Operating termperature 20°C050°C - The IR startup feature has a range of
Storage temperature without battery -20°Cto+70°C 35m (see fig. A).
Battery storage temperature -20°Cto+50 °C
| ELECTRICAL AND RADIO CHARACTERISTICS
Power supply Li-ion battery PWTZ? :
Autonomy (25 °C) with radio activated 10 hours -
100% time RES v
Frequency selection 11 frequencies for 418-419 MHz a2 N range
Manual / automatic 64 frequencies for 433-434 MHz v AY
12 frequencies for 869 MHz
64 frequencies for 911-918 MHz
64 frequencies for 2.4 GHz

Emission power

<10 mW (license free)

\|

Channel setting Energy saving

Band: 433 MHz Function:

Mode: Manu Duration: 30
Channel: 03 Unit: sec
Frevious] Previous

*= *=3 +n

> Screen language
> Receiver which you want to use
> Radio transmit frequency and power

> Duration of the « standby » time delay
(automatically stops transmitter and associated
receiver if not used for a defined period of time)

> Operating modes of the equipment (32 max.)

It also allows to view:
* Battery charge level
* Radio communication

= Equipment labels and controlled functions
(max 96 different labels for selectors)

= Equipment feedback (16 feedbacks max with 10
labels / feedback - 48 labels max in total)

Alarms (8 for application use + 8 for system)

Compatibility:

These transmitters work with Elio, Alto, Timo and Nemo
receivers to be defined according the application.

3ses
2855
g
h T Startup area actve fared avea)

+ vwnn@

Range limitation 10 selectable levels of power N
Modulation FM or LoRa with 2.4 GHz R ”‘ e
Average range 100 m in industrial environment ; } %?

300 m in open space i : Fio.A

80 m-300 m band 2.4 GHz in industrial environment *

800 m-2 Km band 2.4 GHz in open space ¥ ==="'Moka
Charging time (autonomy > 80 %) 3 hr (20 mn of charge get 1hr autonomy)
Charging temperature range 0°Cto+40°C

[ FUNCTIONAL CHARACTERISTICS
: LIMITATION OF WORK AREA BY INFRARED

Display Backlit LCD display, 128 x 128 pixels

42 mm (W) x 40 mm (H)

USB interface for
configuration and
diagnosis

mini-B 5-point USB connector
Easy access in a compartment on the back side
of the transmitter

Operating indications

0On screen (radio link status,
battery status, status of buttons,
information feedbacks...)

Function buttons 4 pushbuttons (mounted around the screen)
+ up to 12 positions
for switches depending on number of joysticks
Navigation and 2 pushbuttons to configure the product
startup buttons 1 0n/Validation button (for startup and
validation of menus on screen)
Emergency stop 2 positions with rotary unlock system
Standby function User-defined time delay

(from 1 s to infinity)

1% Range varies according to environment conditions around transmitter and reception antenna (steel

works, metal walls, etc.).

The transmitter features an IR emission
function which detects an operator in the IR
working area. Operator safety is ensured since
the operator is required to work in the IR area.

The maximum guaranteed work distance
between the PWT20 IR modules and the operator
module is 35 meters.

equipement o be controlled 1R module PWT20 n0.2 Transceiver
I

is not possible, only of is possible 4

C46/INDUSTRIAL CONNECTOR FOR 2 DRY CONTACTS

- 4 connection terminals

- switching capacity < 10 mA
- female socket

- supplied with cap

EABINDUSTRIAL CONNECTOR FOR WIRE CONNECTION

- 7 connection terminals
- male socket
- supplied with cap



( ACCESSORES )

N

Reference ‘ Description Picture
UWE102 Removable 2-points shoulder strap ﬁ
PWM103 Carrying belt ‘
PWM112 Carrying harness for Pika or Moka transmitter

Charger for PWB plug-in battery
pwC Dimensions : 170 x 65 x 36 mm
Power supply 12/24 Vdc, 7 W
Docking Station Pika/Moka with 2 Relays + 1 logical input + Buzzer
Dimensions : 274 x 159 x 170 mm
PWCPMO1 Power supply 12/24 Vdc, TW
Warning, compatible with all Pika & Moa transmitter equipped with charging contacts
Supplementary plug-in battery 3.7 V 2200 mA lithium lon (for Beta 6)
PWB Dimensions : 57 x 56 x 16 mm
Voltage: 3.7V
Capacity: 1900 mAh
UBCU 110-240 Vac / 12 Vdc Adapter with European, UK and US plugs
For charger PWC, PWCPMO1
PWA4 Cigarette lighter socket 12-24 Vdc.
For charger PWC, PWCPMO1
PWLO010 10 m cable for wired link
Female M12 connector 4/5 pins with 2 m cable
PWT17 - Auxiliary Beta plug
- M12 Timo Plug
PWEO1 Rotary switches 2 positions with standard metal key "Pika-Moka" for metal box
UWEOQ02 4 self-adhesive directional colored arrows (4 x 122 x 180 mm)
UWE202 6 label kit arrows color
UWE205 48 blank label kit
UWE207 Kit 90 labels buttons black & white

P-004-EN-F

ZAC La Bétie
Rue Champrond

F 38334 SAINT-ISMIER France
Tel. +33(0)4 76 41 44 00
www.jay-electronique.com

@a/vnucr/x
wampfler

Not all products shown on this leaflet may be available in
your area: please contact your Conductix-Wampfler office.











































































































































































Conductix-Wampfler — the complete program

Your Applications — our Solutions

The solutions we deliver for your applications are based on your specific requirements. In many cases, a combination of
several different Conductix-Wampfler systems can prove advantageous. You can count on Conductix-Wampfler for hands-on
engineering support together with the optimum solution to safely meet your needs.

Cable and Hose Reels

Motor driven and spring driven reels
by Conductix-Wampfler provide
energy, data and media over a variety
of distances, in all directions, fast
and safe.

Energy guiding chains

Covering a wide range, energy
guiding chains are the ideal solution
for transferring energy, data, air and
fluids for many industrial applications.

Non-insulated conductor rails
Robust, non-insulated aluminum
conductor rails with stainless steel
cap provide the ideal basis for power
supply of people movers and transit
networks.

Festoon Systems
Conductix-Wampfler cable trolleys can
be used in virtually every industrial
application. They are reliable, robust
and available in an enormous variety
of dimensions and designs.

Radio Remote Controls

Safety remote control solutions
customized to meet our customer
needs with modern ergonomic design.

Slip ring assemblies

Whenever things are really “moving

in circles”, the proven slip ring
assemblies by Conductix-Wampfler
ensure the flawless transfer of energy
and data. Here, everything revolves
around flexibility and reliability!

Conductor rails

Available as enclosed or multiple
unipole systems, Conductix-Wampfler
conductor rails reliably move people
and material.

Reels, retractors and balancers
Available for hoses and cables, as
classical reels or high-precision
positioning aids for tools, we offer a
complete range of reels and spring
balancers.

Mobile Control Systems

Mobile control solutions for your
plant — wether straightforward or
intricate. Control and communication
systems from LJU have been tried
and tested in the automotive industry
for decades.

Inductive Power Transfer IPT®

The no-contact system for transferring
energy and data. For all tasks that
depend on high speeds and absolute
resistance to wear. Flexible installation
when used with Automated Guided
Vehicles.

Jib booms

Complete with tool transporters, reels
or an entire media supply system —
safety and flexibility are key to the
completion of difficult tasks.

ProfiDAT

This data transfer system is a
compact slotted waveguide and
furthermore can be used as
Grounding rail (PE) as well as
positioning rail at the same time.
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Conductix-Wampfler

has just one critical mission:
To provide you with energy and
data transmission systems that
will keep your operations up
and running 24/7/365.

To contact your nearest
sales office, please refer to:

www.conductix.com/en/
contact-search

KAT0500-0002-EN
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